
SPECIFICATIONS
Freq. Range (-10dB): 36Hz~140Hz

Max Calculated SPL: 133dB

Frequency Response (-3dB) 52.5Hz - 92.5Hz

Amplifier Power: 1000W

LF Transducer: 18" / 450mm

Crossover Frequency: 110Hz Preset and Optimised

Input Connector: Female XLR

Output Connector: Male XLR

AC Input: AC220~240V 50Hz/60Hz

Net Weight: 38.5kg

Shipping Weight: 43kg

Dimensions (WxHxD): 700mm x 530mm x 700mm

Carton Size (WxHxD): 790mm x 620mm x 800mm

The QM18SA is an active powered 18” sub 
woofer which is suitable for both mobile 
applications and installation. The QM18SA 
features inbuilt 24bit/96kHz processing. The 
Class D amplifier produces a continuous 1000 
watts of power and is matched with a high 
efficiency 18” woofer. The cabinet size and 
shape has been optimised to achieve a balance 
between portability, SPL and bass depth while 
weighing less than 41kg.
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Frequency Response: QM18SA

Quest QM18SA
Powered Sub with DSP

130-140 Melrose Drive  
Tullamarine  VIC 3043 Australia

Phone: 61(3) 8373-6868 
Website: www.questengineering.com.au

Email: info@questengineering.com.au


